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DECORATIVE POLE LIGHT 
(MODEL NO. : SLSB DPL MPPP YS 01) 
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POLE SPECIFICATION:
1) DESIGN CONDITIONS
   1.1 BASIC WIND SPEED        : 35 M/S

2) STANDARDS
   2.1 POLE DESIGN                  : BS 5649, CP3, TR7
   2.2 MATERIAL                        : BS 4360 / BS 1387
   2.3 WELDING (ELECRIC        : BS 5135
       ARC WELDING)
   2.4 GALVANIZING                  : BS EN ISO : 1461

3) FINISHING                             : HOT DIP GALVANIZED
                                                     & POLYESTER POWDER 
                                                     COATED
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CABLE ENTRY SLOT
60W x 150H

BASE PLATE 
c/w HOOK BOLT 

SERVICE DOOR
450MM x 120MM
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Brand

Pole Material

Pole Height

Pole Ring

Lantern Material

Lantern Diffuser

IP Standard

Max Output

Finishing

: SLSB SINOPSIS
: Mild steel hot dipped

  galvanized

: 9 meter

: Die cast aluminium

: Die cast aluminium

: Made up of  anodised

  aluminium reflector &

  5mm tempered glass

  protection cover. 

: IP 66

: HPSV 70W - 250W

: Epoxy powder coating

Specification:

PULAU PINANG,
PENANG


