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DECORATIVE ROUND TAPERED POLE LIGHT 
(MODEL NO. : SLSB DRTPL MARDI 001) 

D E C O R A T I V E  R O U N D  T A P E R E D  P O L E  L I G H T

GROUND LEVEL

POLE SPECIFICATION:
1) DESIGN CONDITIONS
   1.1 BASIC WIND SPEED        : 35 M/S

2) STANDARDS
   2.1 POLE DESIGN                  : BS 5649, CP3, TR7
   2.2 MATERIAL                        : BS 4360 / BS 1387
   2.3 WELDING (ELECRIC        : BS 5135
       ARC WELDING)
   2.4 GALVANIZING                  : BS EN ISO : 1461

3) FINISHING                             : HOT DIP GALVANIZED
                                                     & POLYESTER POWDER 
                                                     COATED

Brand

Pole Material

Pole Height

Lantern Material

Lantern Diffuser

Lantern Lourves

Logo

IP Standard

Max Output

Finishing

: SLSB SINOPSIS
: Mild steel hot dipped

  galvanized

: 3.8 meter

: Spun aluminium

: Clear / Opal arcylic 

: Aluminium

: Polycarbonate with

  3M injected sticker

: IP 55

: HPSV 70W - 150W

  MH 70W - 150W

: Epoxy powder coating

Specification:

SERVICE DOOR
350MM x 85MM
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POLYCARBONATE 
WITH INJECTED STICKER
SIZE : approx. 12 - 16 inch


